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MOBILE AND STATIONARY OIL DISPENSING KITS
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Art.no. 2918

Mobile electric oil dispensing kit, for 208 l – drums, with hose reel and heavy duty trolley 
equipped with bigger wheels suitable also for the use on rough surfaces, consisting of:

- Electric, self-priming 230 VAC gear pump for the supply of oil, art. no. 6142 (see page 
53!);

- Control box with push button and electric connection cable;
- Double electronic pressure switch that starts the pump once the control dispensing 

nozzle is activated and stops it again due to the pressure increase in the circuit once 
the dispensing nozzle is closed;

- Electronic fl ow meter for oil, with control dispensing nozzle, rigid outlet, automatic 
anti-drip nozzle and inlet swivel 1/2” BSP (M), art. no. 2426;

- Heavy duty trolley with 4 wheels and grate, art. no. 4389;
- 3 m – rubber hose Ø 1/2”, art. no. 28703;
- Suction tube in galvanized steel, Ø 40 mm, length 950 mm, with 90° - curved 

connection 1” BSP (M), with foot valve, art. no. 2204;
- 1.5 m - rubber suction hose 1”, connections 1” BSP (F-F), art. no. 2205.

Art.no. 2917

Dispensing unit as art. no. 2918 but with pump at 110 VAC art. no. 6127.

Art.no. 2918MID

Mobile electric oil dispensing kit, for 208 l – drums, with hose reel and heavy duty trolley 
equipped with bigger wheels suitable also for the use on rough surfaces, with air separator 
kit, approved for fi scal transactions according to the European Directive 2014/32/EU, 
better known as Measurement Instrument Directive MID MI-005, consisting of:

- Electric, self-priming 230 VAC gear pump for the supply of oil, art. no. 6122; (see page 53!);
- Air separator kit with automatic pump stop device, patented, (stopping the pump as 

soon as air is sucked into the suction line due to an empty drum or tank), approved 
according to OIML R117-1, art.no. 2054 (see page 51!);

- Control box with push button and electric connection cable;
- Double electronic pressure switch that starts the pump once the control dispensing 

nozzle is activated and stops it again due to the pressure increase in the circuit once 

the dispensing nozzle is closed;
- Electronic oval gears fl ow meter for oil, approved for fi scal transactions according 

to MID MI-005, Directive 2014/32/EU, with control dispensing nozzle, rubber 
protection guard, trigger guard, oil fl ow control tube with transparent insert, fl exible 
rubber outlet, Ø 1/2”, with curved rigid 90° stem, automatic anti-drip nozzle and inlet 

swivel 1/2” BSP (M), art. no. 2545 (see page 65!); 
- Heavy duty trolley with 4 wheels and grate, art. no. 4389;
- 3 m – rubber hose Ø 1/2”, art. no. 28703;

- Suction tube in galvanized steel, Ø 40 mm, length 950 mm, with 90° - curved 
connection 1” BSP (M), with foot valve, art. no. 2204;

- 1.5 m - rubber suction hose 1”, connections 1” BSP (F-F), art. no. 2205.

The confi guration of components in this kit meets with all metrological standards and 

requirements concerning accuracy defi ned in the Directive MID MI-005 and can be used 
therefore as approved system also in fi scal transactions.
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Art. no. Weight
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2918MID 90 Kg 790x900x1400
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