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ELECTRIC OIL PUMPS

Electric self-priming gear pump, for the supply of oil, antifreeze, diesel, water; guarantees a 
constant fl ow and a low noise level.

Pump body in stainless steel, gears in brass and pump shaft in stainless steel.

Includes a bypass valve preset on 10 bar pressure and 1,5 m - electric cable with SCHUKO 
plug.

Protection category IP 55.

Electric self-priming gear pump, for the supply of oil, antifreeze, diesel, water; guarantees a 
constant fl ow and a low noise level.

Pump body in stainless steel, gears in brass and pump shaft in stainless steel.

Includes a bypass valve preset on 5 bar pressure and 1.5 m - electric cable with crocodile 
clamps for battery connection.

Protection category IP 55.

Electric self-priming gear pump, for the supply of oil, antifreeze, diesel, water; guarantees a 

constant fl ow and a low noise level.
Pump body in stainless steel, gears in brass and pump shaft in stainless steel.
Kit includes a bypass valve preset on 10 bar pressure with a wide regulation range, an inline 

oil fi lter, a manometer for outlet pressure control, a 1,5 m - electric cable with SCHUKO plug 
and an electronic pressure switch that starts the pump once the control gun is activated and 
stops it again due to the pressure increase in the circuit once the gun is closed.

Protection category IP 55.

Art. no. Voltage Power
Current 

drain
Rpm

Outlet 
pressure 

adjustment 
range

Delivery 
Connections Weight

Dimensions 
(LxWxH) (mm)

6112 12  VDC
240 W

30 A
2800 3 - 15 bar

10.5 
l/min

1/2” BSP (M) 3.5 kg 260x130x140
6114 24  VDC 15 A

Art. no. Voltage Power
Current 

drain
Rpm

Outlet 
pressure 

adjustment 
range

Delivery 
Connections Weight

Dimensions 
(LxWxH) (mm)

6125 110 VAC 
- 60 Hz

550 W 3.8 A 2760 3 - 15 bar
10.5 

l/min
1/2” BSP (M) 7.5 kg 240x290x1806122 230 VAC 

- 50 Hz

6128 400 VAC 
- 50 Hz

Protection category IP 55.

Art. no. Voltage Power
Current 

drain
Rpm

Outlet 
pressure 

adjustment 
range

Delivery 
Connections Weight

Dimensions 
(LxWxH) (mm)

6126
110 VAC 
- 50 Hz

550 W 3.8 A 2760

10 - 60 bar

10.5 
l/min

1/2” BSP (M) 11.5 kg 140x200x300

6127 1 - 12 bar

6141
230 VAC 
- 50 Hz

10 - 60 bar

6142 1 - 12 bar

6129 400 VAC 
- 50 Hz

10 - 60 bar

Performance values are based upon the following test conditions: Hydraulic oil ISO 68 at 22°C - free fl ow outlet.

Performance values are based upon the following test conditions: Hydraulic oil ISO 68 at 22°C - free fl ow outlet.

Performance values are based upon the following test conditions: Hydraulic oil ISO 68 at 22°C - free fl ow outlet.


