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ELECTRIC OIL PUMPS
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Electric, self-priming brass gear pump, for the supply of oil, approved for fi scal transactions 
according to the European Directive 2014/32/EU, better known as Measurement Instrument 
Directive (MID) MI-005, meeting also the requirements of OIML R117-1 (DIN 19217).
Consisting of:
- electric, self-priming pump with body in stainless steel and brass gear;
- automatic air separator kit, art. no. 2054, suitable to separate the air eventually 

present in the suction line from the oil, with automatic pump stop device, approved 
according to OIML R117-1; includes also manometer for the control of the outlet 
pressure and non-return valve;

- control box with push button and electric connection cable;
- double electronic pressure switch that starts the pump once the control gun is 

activated and stops it again due to the pressure increase in the circuit once the gun is 
closed;

- bypass valve preset on 10 bar pressure;
- 1.5 m - electric  cable with SCHUKO plug.
Protection category IP 55.

Encased electric oil kit composed by:
- Electric, self-priming pump with body in stainless steel and brass gear;
- ON/OFF - switch;
- Control lights for function control;
- 1,5 m - electric  cable with SCHUKO plug;
- Double electronic pressure switch that starts the pump once the control gun is activated 

and stops it again due to the pressure increase in the circuit once the gun is closed;
- Bypass valve preset on 10 bar pressure;
- Manometer for outlet pressure control;
- Pressure relief valve;
- Metal cabinet with wall-mounting bracket.
Protection category IP 55.

Electric, self-priming gear pump, for the supply of low viscosity oil, antifreeze, AdBlue® and 
water-based fl uids; guarantees a constant fl ow and  a low noise level.

Pump body and gears in IXEF.

With ON-/OFF switch and and 1,5 m - electric cable with SCHUKO plug.

Protection category IP 55.

Art. no. Voltage Power
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(LxWxH) (mm)

6126/C 110 VAC 
- 50 Hz

550 W 3.8 A 2760

10 - 60 bar

10.5 
l/min

1/2”  BSP (M) 14 kg 300x260x480

6127/C 1 - 12 bar

6141/C 230 VAC 
-  50 Hz

10 - 60 bar

6142/C 1 - 12 bar

6129/C
400 VAC 
- 50 Hz

10 - 60 bar
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6124
230 VAC 
- 50 Hz

550 W 3.8 A 2760 3 - 15 bar
10 

l/min
1/2” BSP (M) 13 kg 140x290x300
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6123
230 VAC  

50 Hz
250 W 5.3 1360 2 bar

25 
l/min

1/2” BSP (M) 7 kg 240x290x180

Performance values are based upon the following test conditions: Hydraulic oil ISO 68 at 22°C - free fl ow outlet.
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