
85

O
il

O
il

PNEUMATIC OIL DISPENSING UNITS

Pneumatic oil dispensing units, consisting of a portable container with or without wheels that must be pressurized with compressed air, 
permitting an oil supply until the overpressure is carried to end. Suitable for transfers and dispenses of small quantities of oil.

Art. no. Max pressure Capacity  
container Weight Dimensions 

(LxWxH) (mm)

3327 7 bar 24 l 9.8 kg 350x400x950

Art. no. Max pressure Capacity  
container Weight Dimensions 

(LxWxH) (mm)

3396 7 bar 24 l 12 kg 350x400x950

Art. no. Max pressure Capacity  
container Weight Dimensions 

(LxWxH) (mm)

3358 5 bar 40 l 18 kg 380x400x1010

Art. no. Max pressure Capacity  
container Weight Dimensions 

(LxWxH) (mm)

3359 5 bar 40 l 18.5 kg 380x400x1010

Art.no. 3327

Mobile oil dispensing unit, consisting of 24 l – container with 2 wheels, level 
indicator, manometer, wide filling funnel, 1.6 m – rubber hose, oil control gun,  
art. no. 2185, with rigid outlet and automatic anti-drip nozzle. Max pressure 7 bar.

Art.no. 3396

Mobile oil dispensing unit, consisting of 24 l – container with 2 wheels, level indicator, 
manometer, wide filling funnel, 1.6 m – rubber hose, oil control gun with electronic flow 
meter, art. no. 2962/X, with rigid outlet and automatic anti-drip nozzle. 
Max pressure 7 bar.

Art.no. 3358

Mobile oil dispensing unit, consisting of 40 l – container with 2 wheels, level 
indicator, manometer, wide filling funnel, 1.6 m – rubber hose, oil control gun,  
art. no. 2185, with rigid outlet and automatic anti-drip nozzle. Max pressure 5 bar.

Art.no. 3359

Mobile oil dispensing unit, consisting of 40 l – container with 2 wheels, level indicator, 
manometer, wide filling funnel, 1.6 m – rubber hose, oil control gun with electronic flow 
meter, art. no. 2962/X, with rigid outlet and automatic anti-drip nozzle. 
Max pressure 5 bar.
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